BTech

BT8371
AV Mounts

sysTeEM X
Universal Mobile Videowall Stand

Installation Guide

* Recommended screen size: 32"- 75"
= Max weight per screen: 50kg (110lbs)
+ Suitable for landscape or portrait mounting

+ Safety screws help prevent unauthorised Recommended | Max Load Micro Post Install
Max Screen | Per Screen | Adjustment | Alignment
removal of screens 7
) . 75"
* All mounting hardware included 79
|4

Note: This assembly manual covers different installations. Some
parts or procedures shown may not be required for installation. Please refer to page 5 for VESA® fixings

www.btechavmounts.com
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Installation & Operating Safety Instructions

Caution: This mount is intended for use only with the
maximum weights indicated. Use with equipment heavier than the
maximum indicated may result in instability causing possible injury.

Do not attempt to install this product until all instructions and warnings have been read and properly understood.
Please keep these instructions for future reference.

Please check carefully to make sure there are no missing or defective parts - defective parts must never be used.
B-Tech AV Mounts, its distributors and dealers are not liable or responsible for damage or injury caused by improper
installation, improper use or failure to observe these safety instructions. In such cases, all guarantees will expire.

General

B-Tech AV Mounts recommends that a professional AV installer or other suitably qualified person install this product.
Great care must always be taken during installation as most AV equipment is of a fragile nature, possibly heavy and easily
damaged if dropped. If you do not fully understand the instructions or are not sure how to install this product safely, then
please consult a professional for advice and/or to install this product for you. Failure to mount this product correctly may
cause serious injury or death both during installation and at any time thereafter. Do not mount any AV equipment that
exceeds the specific weight limit of the product you are installing. This weight limit will be clearly stated on each product
and its packaging and will vary from product to product.

Product location

Please pay careful attention to where this product is located. Designed for indoor use, this stand is suitable for public or
home installation. Check load capacity of the floor prior to installation to ensure that it can support the combined weight
of the equipment and hardware, some surfaces are not suitable for installation.

When verifying the stability of the structure, consider the following external factors: The strength of the floor, exposure to
sudden and severe wind and danger arising from contact with people and / or objects (eg installations in passageways,
emergency exits), if located in a public or frequently populated area ensure that the product is out of the immediate
reachof people. When drilling holes it is essential to avoid contact with electrical cables and water or gas pipes contained
within. Use of a good quality live wire detector and hidden object locator is therefore recommended. Only drill into
structures when you are sure it is safe to do so.

Fixing hardware

It is highly recommended that all fixing screws be used where supplied and that the purpose of all other fixing hardware
is fully understood. In some cases more AV equipment fixing hardware will be supplied to accommodate different models
of equipment and set up configurations. The installer must be satisfied that any supplied fixing hardware is suitable for
each specific installation. The fixing kit supplied with the product may not be suitable for all walls. If any fixing screws or
included hardware are deemed not sufficient for a safe installation then please consult a professional or your local
hardware store.

Hazard limitation

When routing cables take advantage of any built in cable management features that the product might provide and ensure
that all cables are tidy and secure. Check to see that any moving aspect of the product can do so unhindered by any cabling.
Some products have moving parts and the potential to cause injury through the crushing or trapping of fingers or other
body parts. Particular attention to the nature of moving parts is required especially when assembling installing and
adjusting during set up. Immediately after installation double-check that the work done is safe and secure. Double-check
all necessary fixings are present and are of ample tightness. It is recoommended that periodic inspections of the product
and its fixing points are made as frequently as possible (no more than 6 months apart) to ensure that safety is maintained.
If in doubt consult a professional AV installer or other suitably qualified person.
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B-Tech AV Mounts WA RHEWAVEEA R HMEEARLE. B-Tech AV Mounts REMNRIER, ZBHANET
FRENZEMERNRAIHENTR. F-RLSRARERESENEL L , HUBTFABEFMFRRHNEREE.

Spolecnost B-Tech AV Mounts doporucuje provést instalaci tohoto produktu instalatora AV ¢i jinak zpUsobilé osoby.
Spolec¢nost B-Tech AV Mounts, jeji distributofi a prodejci nenesou prostfednictvim odborného odpov édnost za Skody
nebo zranéni zp Usobena nevhodnou instalaci. Tento vyrobek je nutno umistit do vhodné konstrukce a pouzivat jen
po uvedenou maximalni vysku.

B-Tech AV Mounts empfiehlt, dass dieses Produkt durch einen qualifizierten AV-Techniker oder eine andere Person mit
geeigneter Qualifikation installiert wird. B-Tech AV Mounts, ihre Distributoren und Handler kénnen nicht fur durch
fehlerhafte Montage verursachte Beschadigung oder Verletzung haftbar bzw. verantwortlich gemacht werden.
Dieses Produkt muss auf einem geeigneten Untergrund montiert werden und darf nur bis zum angegebenen
Hochstgewicht verwendet werden.

B-Tech AV Mounts recommends that this product be installed by a qualified AV technician or other suitably qualified
person. B-Tech AV Mounts, its distributors and dealers are not liable or responsible for damage or injury caused by im-
proper installation, improper use or failure to observe these safety instructions. In such cases, all guarantees will expire.
This product must be mounted on a suitable surface and may only be used up to the specified maximum weight.

B-Tech AV Mounts recomienda que un instalador de audio y video profesional u otra persona debidamente cualifica-
da instalen este producto. B-Tech AV Mounts, sus distribuidores y concesionarios no se hacen cargo ni se responsa-
bilizan de ningun dafo o lesion provocados por una instalacién inapropiada. Este producto se debe montar en una
estructura adecuada y se debe utilizar soportando solamente hasta el peso maximo indicado.

B-Tech AV Mounts recommande de confier l'installation de ce produit a un installateur AV professionnel ou a une
autrepersonne diment qualifiée. B-Tech AV Mounts, ses distributeurs et ses revendeurs ne sauraient étre tenus re-
sponsables de tout dégat ou de toute blessure résultant d'une installation incorrecte. Ce produit doit étre monté sur
un support approprié et utilisé dans la limite du poids maximum indiqué.

B-Tech AV Mounts consiglia di affidare I'installazione di questo prodotto a un installatore specializzato o ad altra per-
sonaadeguatamente qualificata. B-Tech AV Mounts, i suoi distributori e rivenditori non accettano alcuna responsa-
bilita nei riguardi di eventuali danni o infortuni causati da un'errata installazione. Questo prodotto deve essere fissato
a una struttura idonea e utilizzato unicamente sino al peso massimo indicato.

B-Tech AV Mounts FAVERBNDEMREX LGB BEL tABERA AN RRERBIDE2HEBLET, B-Tech AV Mounts&
BREEIE, BBl AR CS LEREBHICRDBEVESCHAENZRERAOEBEEPEEINTIETEAVELA, %Aca:o'ci
BABREBENDICELTVWEVEC2EHDOTRENEICHABIEEZBEITLEEVY, CORRONUBICEEEZMET TR
CBEULTLWEVEFVZAZEALTKEEV, BELLECHREZBRBTDAVEREZERLBZVTIEZL,

B-Tech AV Mounts = AV x| HE7} = HM§dh x|A12 ZE A0l MES MARISHES HEELICH B-Tech AV Mounts 2 Zof
T, HelxE olefdt o X|EE WEX| ofg Zo futE MEo| 4oLt Aaflol CHEF 2els X|X| ef&Lct ZRol mtet ME
ol Mx|Z|7|of MEtstx| gt REL o2 M| fIx|ofl SYE Fo|8 7|20 FA|IZ| HIEILICH ME | x| Ixlol FoIE 7|2
01 EOItMAIR. RIHE 2 MEt2 X35t AV FHHIE TR 0HYAIL.

B-Tech AV Mounts adviseert om dit product te laten installeren door een professionele AV-installateur of andere
hiervoor gekwalificeerde persoon. B-Tech AV Mounts, haar distributeurs en dealers zijn niet aansprakelijk of verant-
woordelijk voor schade of letsel die is veroorzaakt door onoordeelkundige installatie. Dit product moet worden gem-
onteerd aan een geschikte constructie, waarbij het aangegeven maximum gewicht niet mag worden overschreden.

Firma B-Tech AV Mounts zaleca, aby ten produkt byt instalowany przez profesjonalnych instalatoréw AV lub inny od-
powiednio przeszkolony personel. Firma B-Tech AV Mounts, jej dystrybutorzy i dealerzy nie ponosza odpowiedzialnosci
za uszkodzenia lub obrazenia ciata powstate w wyniku nieprawidowej instalacji. Niniejszy produkt musi by¢ amontowa-
ny na odpowiedniej powierzchni, a podczas uzytkowania nie wolno przekracza¢ podanego maksymalnego obciagzenia.

A B-Tech AV Mounts recomenda que a instalagdo deste produto seja efectuada por um instalador de AV instalador
de AV profissional ou outra pessoa devidamente habilitada. A B-Tech AV Mounts e os seus distribuidores e conces-
sionarios nao sdo responsaveis por danos ou lesdes causados por uma instalacdo incorrecta. Este produto tem de ser
montado numa estrutura adequada e utilizado somente até ao peso maximo indicado.

KoMnaHua B-Tech AV Mounts pekoMeHayeT, YToGbl yCTaHOBKa [aHHOMO U34enmsa Mpomn3BoaMIach MHXEHEePOM Mo
YCTaHOBKe ayatno-BMOEOTEXHUKN WU OPYrvMM CheuuanicToM C COOTBETCTBYIOLLEN KBanudbukaumen. KomnaHmsa
B-Tech AV Mounts ee OUCTPUOBLIOTOPbLI U OAWNEPbl He HeCyT OTBETCTBEHHOCTW 3a MOBPEXAeHUs WU TpaBMbl,
nonyyYeHHble B pesynbraTe HeNpPaBUIbHOM YCTaHOBKM.
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. Due to the multiple installations available the quantity for each option below
BT837-| Pa rts Llst is dependent on the mount ordered. All these components can be moved or
carried by manpower. Please be careful to avoid injury when handling these

Please keep this for future reference components before & during the installation or when uninstalling the mount.

Base Item Description peQrgck
BT8380-BASE Al Base 7
A2 Levelling Foot 2
A3 M8 x 90mm Screw 4
A4 M8 Washer 4
A5 Spanner 1
A6 6AF Hex Key 1
A7 Braked Castor 2
Column ; . Item Description Ly,
Optional < S
BT8380-060/ *To fix shelves Bl Vertical Column 1
BT8380-180 toa column
B2 End Cap* 4
\ B3 Cable Cover 3
@ " B4 Plastic Slot Insert 4
BS M8 Sliding Nut* 2
B6 M8 x 12mm Screw* 2
@ @ B7 Column Joiner** 4
B8 Grub Screw** 6
@ B9 M6 X 10mm Hex Bolt** 8
**Supplied with the BT8380-060 .

\ *Supplied with the BT8380-180 B1O 3AF Hex Key 1
Joining Plate Item Description p(?;sglck
BT8380-JPK & cl Joining Plate 1

c2 M8 Sliding Nut 8
@ Cc3 M8 x 12mm CSK Screw 8
C4 5AF Hex Key 1
Mounting Rail K Optional
BT8390-050 / BT8390-070 / Mounting Rail

BT8390-100 / BT8390-150 / Extension Kit

'
'
E
BT8390-175 / BT8390-200 E BT8390-EXT
'
'
'
(02 |
! i
\ E Item Description LS
Item Description Q. E El Joining Bar 6
D1 Mounting Rail 1 E E2 M6 x 8mm Grub Screw 24
D2 End Cap 2 E E3 3AF Hex Key 1

All these components can be moved or carried by manpower. Please be careful to avoid injury when
handling these components before & during the installation or when uninstalling the mount.
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Interface Fixing Kit

Screen Interface Arms

BT8390-VESA200F
VESA 200mm

BT8390-VESA200T
VESA 200mm

BT8390-VESA400MAF
VESA 400mm

BT8390-VESA4O00F

BT8390-VESA400T

BT8390-VESA400MAP

VESA 400mm VESA 400mm
P P VESA 400mm
a i
i ip
i !
i !
i !
i !
i g
j !
Tilt
20°

g@?@a’
& 1 oo

Item Description ngry
pack
F1 Interface Arm - Left 1
F2 Interface Arm - Right 1
F3 M6 x 8mm Screw** 2
F4 Adjustable Brace*** 1
F5 M5 x 6mm Screw*** 2
F6 M6 x 35mm Screw*** 2
F7 3AF Hex Key*** 1
F8 4AF Hex Key** 1
F9 5AF Hex Key 1
Screen Fixings

A M4 x 12mm Screw* 4
B M4 x 25mm Screw* 4
C M4 Washer* 4
D M6 x 16mm Screw 4
E M6 x 25mm Screw 4
F M6 x 40mm Screw 4
G M6 Washer 4
H M8 x16mm Screw 4
| M8 x 25mm Screw 4
J M8 x 50mm Screw 4
K 5mm Spacer 4
L 15mm Spacer 4
M 25mm Spacer 4

*Not included with the BT8390-VESA400F, BT8390-
VESA4OOT, BT8390-VESA400MAF, BT8390-VESA400MAP
**Supplied with the BT8390-VESA200T & BT8390-VESA400T
*** Supplied with the BT8390-VESA400MAP

Suitable for loads up to
50kg (110lbs) per screen

Optional Interface Adaptor Arms
Item Description Ly
BT7564 / BT7565
VESA 600mm / VESA 800 & 900mm (@] Adaptor Arms 2
r—-. G2 M8 x12mm Screw 4
Optional 1 Optional
. |
Accessory Mounting Arm ' Shelf
BTS8390-SA Item Description 21 BT7863
\
H1 Hook On Arm 1 '
H2 Long Extension Arm 1 '
H3 Short Extension Arm 1 '
|
H4 Nut 4 '
H5 | Washer 4 1| tem Description LS
h
H6 | M8X16mm Screw 4 . i VC Shelf 1
H7 Spring Washer 4 i 12 M4 x10mm Screw 4
\
H8 M8 x 20mm Screw 2 H 13 UNC 1/4" x 1/2" Screw 1
|

Please refer to individual parts list for more information

BTech
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Typical Installations

2 x 2 Videowall Installation with VESA 400 Micro-Adjustment Arms

Installation Tools
Required

Screwdriver

Spanner

ﬁ

Knife / Cutter

C——
| TTo o\
e

Level

Installation Notes

Floorstand Stability

A Warning - Danger !!!

Install stand on level ground

&@@

Two person assembly

When verifying the stability of the structure,
consider the following external factors:
1. The strength of the floor
2. Exposure to sudden and severe wind.
3. Danger arising from contact with people
and/ or objects. (eg installations in passageways,
emergency exits). E'
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BT8371 Max Load Configurations

Max. Column Height 3.6m (142") BT8380-WTB Wall Tie-Back

For larger installations a BT8380-
WTB Wall tie-back can be used to
secure the stand / column to a wall.

Important: Screen weight must be
evenly spread up the vertical column.

Note: Larger installs may require
the use of a BT8380-WTB

Column height: Up to 2.4m (95") Column height: 2.4m up to 3.6m (95" up to 142")
Max load per screen: 50kg (110lbs) Max load per screen: 25kg (55lbs)
Max load per column: 200kg (440lbs)  Max load per column: 150kg (330lbs)

Installing Columns With A Height Over 2.4m (95")

B-Tech recommends when extending the vertical columns over 2.4m (95") to fix

item BI to item Al, connect columns with item DT and build up, rather than

building the product layed down on the floor (as shown in the assembly instructions).
i. Fix a column to each base and attach the first rail to make the structure stable.

ii. Attach the next vertical columns one at a time and fix with the joining bars.

4

Warning! Do not extend columns over 3.6M (142")

7 BTech
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Optional Extending The Columns

Extend Vertical Columns

i. Insert item B7 halfway into the non-threaded
end of item BI.

Note: The two joining bars with grub screws
(item B8) go in the front of the column and @
the 2 joining bars with hex bolts (item B9) go )/.
in the back.

Important:

Joining bars should be inserted into the
non-threaded end of the 180cm (71") column.

Threaded

ii. Slide a second column (item B1) on to the
top of item B7.

iii. Tighten hex bolts by hand.
Finish tightening using a

10mm spanner.
Front of Column Back of Column

r

r—

I
1
\
\

Threaded

BTech 6
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Optional Extending The Mounting Rail

Combine Mounting Rails

i. On the back, top and bottom* of item D], insert
item ET halfway into each channel.

Joining Bar Assembly

*Note: If hooking a screen
interface arm (item F1or F2) or

ii. On each joining bar, loosely fasten item E2 an accessory mounting arm
fixing it to the mounting rail. (item HI) over the rail join, do not
place a joining bar (item ET)in
iii. Slide the second rail (item D1) onto item ETand the top or bottom channels.
tighten all items E2, combining the rails securely. .
op
channel

Bottom
channel

Back of Rail

0 BTech

AV Mounts



Installation Instructions

'I Attach Joining Plates To Columns
¢ i. Onitem C1, assemble 4x item C3 to item C2.

ii. Lay the column on the floor and fit
item C1 to item BI.

Important:
Make sure the end with M8 threads
are at the bottom of the columns.

"B Tech 10



iii. Set the distance between items Cl on item B1
according to the screen size. Once set, tighten
item C3.

e @

\

Leave at least a 5mm (0.2") gap
at top of column for item B2.

(=
cias

2 Insert Sliding Nuts Into Mounting Rails
° Lay the rail on the floor and for each item C1
assembled, insert 4x item C2 into item DI.

Two in the 2nd channel and two in the &
bottom channel. '

n ||B Tech
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3 Attach Columns To Rails Example installation shown: 2x2 Videowall
L]

On the floor, place item Bl onto item DI.
Attach item CI1 to item DI by fastening

item C3 into the inserted items C2.

Note: To ensure straight assembly of item BT
make sure the distance of items CT to the
end of item DI are set the same on each rail.

Assemble
as shown

Correct

Equal
distance
toend
of rail

"B Tech 12
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Assemble Bases To Columns
* i. For a mobile application, unscrew item A2
on item AT and replace with item A7 before
attaching the base to the columns.

Note: Ensure castors
are set on the
braked position

for assembly.

ii. On the floor, attach item Al to item B1
using items A3 & A4.

Note: Once bases are fixed, return stand

to upright position.

13 "B Tec h
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Attach Interface Arms To Screen

Fix items F1 & F2 to the rear of the screen Note: Ensure the arms are
using items A-M. facing the correct way
round and the same holes

a. Fixed Arms i are used on both arms.

|
Screen
Fixing Kit < > & )

b. Tilt Arms

Screen
Fixing Kit

Note: Ensure

™

thumbwheels Screen
are facing out
(Tilt arms only)
BT8390-VESA200T/ BT8390-VESA400T 20 Use spacers for screens with recessed fixings
For tilt adjustment, use item F7 to loosen the 517021‘ Fixing Screw
. Interface
screw and thumbwheel on the interface arms. Arm - Washer
Re-tighten screw to fix tilt angle.
Spacer >
S
' Screen
T o Recess
Use item F3 for a fixed 0° display Screen ]

"B Tech 14
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c. Fixed Micro-Adjustment Arms Note: Ensure the arms are

facing the correct way
round and the same holes

) are used on both arms.

Fix items F1 & F2 to the rear of the screen
using items D-M.

Screen
Fixing Kit

Use spacers for screens with recessed

fixings @@
& O _

EFR Eo TR |

:
1 rJ

Screen

Screen

Optional Adaptor Arms

Attach Adaptor Arms To Interface Arms

i. Use item G2 to fix item G1to items F1 & F2.

ii. Attach item GT to the screen using the
screen fixing kit (items A-M.).

Assembly For
Portrait Orientation

Assembly For
Landscape Orientation

Screen

Screen

15 ||B Tech
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d. Pop-Out Micro-Adjustment Arms

i. Attach items F1& F2 to the back of the screen Note: Ensure the arms are
using items D-/. facing the correct way
round and the same holes
! are used on both arms.
€
Screen O
Fixing Kit )

Screen

ii. Connect interface arms with the adjustable brace.
Extend item F4 and fix at desired length by
tightening the 2 screws.

The 3 notches show the position for interface
fixings at 400mm, 500mm and 600mMm.

Note: The adjustable brace is only suitable for

horizontal VESA fixings from 400 - 600mm.

iii. Fix item F4 inbetween items F1 & F2 for

easy lateral adjustment of the screen.

"B Tech 16
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6 Mount Screen Onto Rail
® i. Hook the first screen onto bottom rail of the stand.

Screen

Screen

ii. With a level, align the screen to the floor using
the height adjustment screws / knobs on top
of the interface arms.

a/b. Fixed & Tilt Arms

| Height

Height
Adjustment
Knob -

T (Y Axis) L

17
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iii. Laterally adjust screen by hand.

3 x 3 Video wall installation example
[ [ ]

||

Lateral
Adjustment
X axis

Note: If mounting 3 or more screens across, mount
the first screen centrally onto the bottom rail.

.

Lateral
adjustment
X axis

T ehues
=

7 Hook On The Remaining Screens
[ ]

After mounting each screen use the Y & Z adjustment knobs

on the interface arms to level and align screen* (see next page).

*Only applicable when using the BT8390-VESA400MAF or
BT8390-VESA400MAP micro-adjustment interface arms.

Note: Ensure castors
are set on the
braked position.

BTech

AV Mounts
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Using a level, align the screen to the floor using
the Y axis adjustment knobs.

Use the Z axis knobs to ensure the screen is
perpendicular with the floor.

Height
Adjustment
Y Axis Kn:

Depth
Adjustment

Use Height Adjustment (Y axis knobs) Use Lateral Adjustment Use Depth Adjustment (Z axis knobs)
to align bottom/top of screens to align sides of screens

to align front of screens

BT8390-VESA400MAF  Adjustment knobs

Y Axis
Knob

Z Axis
Knobs

Y & Z axis screen
alignment

are also compatible
with 6mm allen key

Adjustment lines to
help with accurate

Y

Z
X

BT8390-VESA400MAF
Total Y axis
adjustment is +/-25mm
Total Z axis
adjustment is 20mm

Note: Light pressure in

the desired direction of
travel will assist in the
adjustment of knobs when
using heavier screens

BT8390-VESA400MAP
Total Y axis
adjustment is +-20mm
Total Z axis
adjustment is 20mm

BTech
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8 Secure Screens
[ ]

Once screens are aligned, tighten the safety
screws on the bottom of items F1 & F2.

© o
(0]
IS
3
©
H -
Safety <
Screws crews

Operating Instructions

9 Servicing Screens (Pop-Out Arms Only)
° Push centrally at the left and right of the
screen to pop-out the mount. The screen will
rest in the ‘open’ position for servicing.
Note: Ensure pop-out function is not disabled
(see below).

Items F1& F2
popped-out

Important! Be careful not to damage the screen when
pushing. Keep hold of the screen as it moves outwards.

Optional Disabling Pop-Out Function

To prevent interface arms from popping out, fully insert
and tighten item F6 at the padlock* symbol at the bottom
of items F1& F2.

Locked Position
item F6 fully inserted

PR

'm?m®

Unlocked Position

Important! Do not fully insert item F6
when interface arms are popped out.

BTech 20
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'IO Add End Caps And Covers
L]

i. After screen cables are connected and
routed down the back of item BI, partially
clip on the cable management covers
(item B3), this allows easy removal if more
cables need adding. Once satisfied all
cables are fitted, clip item B3 on fully.

ii. Fititem B2 to the top of item BI.

iii. Fit item D2 to the ends of item DI.

iv. With a knife, cut to length item B4 and
insert to the front and sides of item BI.

Cut to length % 3

Plastic Inserts

Warning! Contact a professional AV installer or other suitably qualified person
for any further operation or removal of equipment after installation.

21 "B Tech



Optional Component Accessories

Assembly shown
for mounting the
shelf below the
rail / screens.

Installing A Camera Shelf

i. Attach item H2 to item HT using items H4 & H5.
ii. Attach item /1 to item H2 using items H6 & H7.

13mm Spanner

Note: Assemble accessory arm onto the
mounting rail before mounting screens to rail.

Optional Add
Extension Bar

i. For an extended reach

attach item H3 onto
item H2.

ii. Attach item {1to item H3
using items H6 & H7.

@/Zg@

I ]

iii. Hook item H1 onto item B1.

V. Use jitems 12 & i3 to fix a camera to item /1.

iv. Secure shelf to rail.

Optional: Level the shelf bracket by using
height adjustment screw on item HI.

Use the safety screw underneath the hook
arm to secure the shelf bracket to rail.

Height Adjustment

BTech

AV Mounts
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BT8371 Dimensions Depending on installation requirements, the BT8371 Videowall

Please keep this for future reference Stand will feature a selection of the following products.

Base Interface Arms

'
'
'
1
BT8380-BASE : BT8390-VESA200F BT8390-VESA200T BT8390-VESA400F BT8390-VESA400T
H Fixed VESA 200mm VESA 200mm Fixed VESA 400mm  VESA 400mm
' Interface Arms Interface Arms Interface Arms Interface Arms
' P P
950mm [37.40in] i with Tilt [033in] with Tilt
'
222mm [8:74in] H #8.4mm
'
1 '
y : ?E — &
— : £ (0 éiVU
1 [} o
| B oo
[0.33in]
| 793.5mm [31.24in] ! #84rmm U @ 8
| 1 = < &
' Ny @ l) B
| 62 . ﬁ
With Castors With Levelling Feet H ® = & |
H =£ 3| g T &
' &E o [] 5 2
86mm [3.39in] — £ — | T ' Y =3 22 9| v
&5 ol © ® £ o g
o] 4 S B P I =l © £ el € &
‘ ‘ oY ~ M| X ' clcl gl < 3| < €| E
8 [339in] O D Vsl Sl S E SIS @S £l E
g6mm £ gl € G I Sl@ kel S|l o
£ - - £ £l € PR IS Bl feX 2| 5| & 2l ? &
I Y o w9 velel gl gl @l elE &
3 BRI g 0
Q| o
bE IR g8 ¢ b4
83 ! o & D g ]
o8 i hd
o = - A 0 > &
L |Ap— 1
2ET : s @ 0 Q
S EE 1
13 5 S I B hd h TP ° -
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Interface Arms

BT8390-VESA400MAP
Pop-Out VESA 400mm Interface Arms
with Micro-Adjustment

BT8390-VESA400MAF
Fixed VESA 400mm Interface Arms
with Micro-Adjustment
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These instructions are intended as a guide only and B-Tech accepts no liability for the accuracy of the information contained in this document.
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BT8371

Contact: info@btechavmounts.com

©2024 B-Tech AV Mounts Corporation Ltd. All rights reserved.

B-Tech AV Mounts is a division of B-Tech AV Mounts Corporation Ltd.

B-Tech AV Mounts and the B-Tech logo are registered trademarks.

All B-Tech images and symbols are exclusive property of B-Tech AV Mounts Corporation Ltd.

All other brands and product names are trademarks of their respective owners.

Any reproduction, retransmission or republication of any part of this manual is strictly

prohibited, unless prior written permission has been granted by B-Tech AV Mounts Corporation Ltd
Photographs are for illustrative purposes only. E&OE

Manufactured by
B-Tech International Design & Manufacturing Ltd
Unit 26, 22/F Metro Centre II, 21 Lam Ling St., Kowloon Bay, Kowloon, Hong Kong

AMA-BT8371-V21-1024-BTECH Made in the P.R.C.

www.btechavmounts.com/bt8371
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